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INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded - SMT

RoHS Compliant

TYPE Dm'f:)s“:lgys RATED DC
Structure INDUCTANCE RANGE CURRENT SMT/THT
Size: 2x2 (L)x(W)x(Ht) L ? L1 '1|0' L '1?0' ' '1"00|0
New SQrz010 ‘ 2.2x1.8x1.02 (;S;;?:L‘ffrgt ' e 'h"' '2'21'1}'1' L) 28A~1.26A SMT
Sanz01zs ‘ 2.1x2.1x1.2 C?:sliLdlfrﬁt ' e 'i' ;'M'H' Ll 0a-1.90A SMT
Size: 2.5x2 (L)x(W)x(Ht)  Structure . IIINID9U.C,T,A,'1‘IESE. .R.‘:\(u)':.G.E.L.OO.O T:?JT:II:ERT? SMT/THT
SQH2512S ‘ 5 7v2 231 2 g:sli:ﬂfr:t L 1..(;u.HI H IIOLI-III Loiv | 0.85A~1.00A SMT
Size:3x3 (L)x(W)x(Ht)  Structure » II,N,D?U,C,.I-,A.T.OC.E. ET:\(;:.G.EJ’.OOP %?JT::ES'? SMT/THT
SQH3010S . 31310 g:;i:ﬁfrgt 1 ll.IOIlHI I "17|ul'{' Ll ) 00A~1.30A SMT
SQH30128 . Al 2 g;;iﬁﬁ:t | .1..01.1; Ll ';7'11}'{' Ll o5A~1.50A SMT
- SQH301ZSHP. Bt 2 Gs:sli:wdlfrgt | .1‘.01.1; Lol 'zlztllnl Ll 502 20A SMT
s @ svoms | et | omazioa | o
U@ seesans G o et 010A100A | MT
New SDRAZS i 3.8x3.3x2.5 Sfergfsziﬁ::netd ! l(;.;uhl.llaéulﬂl ot oezacson SMT
SDC2D09 ‘ 32532510 égs'iﬁfrgt Ly 1I.2IuIH| Hl iOIulI-II v 5 58A~0.80A SMT
spezpr ‘ 3.2x3.2x1.2 GS:S'Echfmdt - ;.SIuIHI H 0wt Ho T 350ma-g0oma SMT
G azanaz| e it oo | o
SDC2D14 ‘ 3.9%3.9x1 55 (;Sgsf:f:rer:t Ly ll‘slulHl h"' '2'21'1H| L 620mA~1800mA SMT

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded - SMT

RoHS Compliant

TYPE DIMENSIONS
(mm)Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT/THT
) 0 10 100 1,000
Size: 4x4 (L)x(W)x(Ht) IR T T 0 B A O B B |
SDC2D14HPS .
Shielded (I A N |
g 3.2x3.2x1.6 Geschirmt 1L.OuH _330uH 100mA~2000mA SMT
SDC2D18LD .
Shielded AN T T T 0 0
0 3.2x3.2x2.0 Geschirmt 220t [ +uH 200mA~850mA SMT
SDC2D18HP .
Shielded (A I AN B A N A A A A A
0 3.2x3.2x2.0 Geschirmt 17ud [ 15uH 700mA~1850mA SMT
SQH4010S .
Shielded AT N T T T I O 0
New 4.2x4.2x1.0 Geschirmt 1.0uH _ 47uH 0.24A~1.80A SMT
SQH4012S .
Shielded AT N N T T T 0 0
4.2x4.2x1.2 Geschirmt 1.0uH _ 47uH 0.35A~2.50A SMT
SQH4018S .
Shielded [N B A A A A A
4.2x4.2x1.8 Geschirmt 1LOuH _220uH 0.27A~4.00A SMT
Unshielded
4.8x4.3x3.7 ' bl Lo g 0700 56 SMT

Ungeschirmt | 1.out [N osuH

SDC3D11 ‘ 4 Oxh Okt 2 g:;imﬁgt L .2.7;H| .HI I39Iiu|HI Ll omA~530mA SMT
SDC3D11HP‘ 4 oxd ox1 2 c?;;i:?ﬁ:t |l..5[.l}.l| Lol '2'21|IH' L) e 0mA~2000mA SMT
SDC3D14HP 4O O 5 Gs:sli:wc:frgt |1.|011H| L lhlll ' '2'2:11'{' L 650mA~2600mA SMT
SDC3D16 4 Od Ox1 8 g:;iﬁfr:t | |1.|51|11|1| I '33'u'H' L ) omA~1500mA SMT
SDCIDIBHP a0xa0x1  Shieded b '“' Sl 60ma-2000mA SMT
SDC3D18 40X 0x2.0 Gs:éimfrgt | |1.|01|1PII IH' '47|u'H' L1 400mA~2800mA SMT
SDC3D28 ’ 4.Ox4.0x3.0 GS:SliLcjfrgt L |3,|31|11-l N '4;u|H' L1l 280mA~2000mA SMT
SDC3D28LD’ 4 0 050 g:siimﬁgt Lovil L lh'“ ;2'01'11{' 116mA~500mA SMT
SDS40120 im) 4.2x4.3x1.2 ngsli:ﬁrer:t ! I1|,2Iull-[|_I — I33Iu|HI o 390mA~2000mA SMT

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded

RoHS Compliant

TYPE DIMENSIONS
(mm)Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT /THT
) 0 10 100 1,000
Size: 4x4 (L)x(W)x(Ht) IR T T 0 B A O B B |
SDS4015D \
Shielded [N AN AN AN B AN A A I A A
4.2x4.3x1.5 Geschirmt 1.0uH _ 47uH 350mA~2300mA SMT
SDS4018D
Shielded [N A N
4.2x4.3x1.8 Geschirmt Lout [ 0. 400mA~2700mA SMT
SDS4012E

Shielded (NI A A A A
4.4x4.4x1.25 Geschirmt e 500mA~3000mA SMT

SDS4015E Shielded Lo v by by ool
4.4x4.4x1.6 Geschirmt toud DR ¢7uH 520mA~3000mA SMT

SDS4018E Shielded TN N N 0 O A 0 A O A O O
4.4x4.4x1.8 Geschirmt 1.0uH _ 68uH 400mA~3200mA SMT

INDUCTANCE RANGE RATED DC

Size: 5x5 L)x(W)x(Ht)  Struct SMT/ THT
ize : 5x (L)x(W)x(Ht) ructure 0 10 100 1,000 CURRENT

SQH5010S

Shielded Lo lovo by g b aaald
5.2x5.2x1.0 Geschirmt LOuH _ 220l 0.55A~2.35A SMT

SQH5014S Shielded Lo lovr o bov o by g

5.2x5.2x1.4 |~ it T oun T 10uH 1.40A~3.80A SMT

SQH5020S

Shielded TN N N A A

5.2x5.2x2.0 = B 0.90A~4.00A SMT

Geschirmt 1.0uH

SQH5024S

Shielded oo lvva b aalag
5.2x5.2x2.4 Geschirmt 1.0uH _ 33uH 1.00A~5.80A SMT

SQH5040S8 Shielded Lo v by v oo by aaa ]

5.2x5.2x4 .1 Geschirmt tsud [ 47uH 1.10A~6.00A SMT

SDS5020 Shielded Lo oo by a i ol

5.2x5.2x2.0 Geschirmt 120 [N 100uH 230mA~2.15A SMT

SQH5012S .
Shielded TN T T O T O 0 N O A
. 5.2x5.2x1.2 Geschirmt Lout [ 15uH 1.20A~4.50A SMT

SDS5030A

5.2x5.2x3.0 gg;i:ﬁfr:t ! l1,I11|11-l[ l _I S llolollll-ll | GBI AR T SMT
SDC4D14 ﬁ 5 0x5.0x1.5 Gs:s.imfrgt | |2|.2|UI|JI Liti il '6'81'1H' L og0mA~1.60A SMT
SDC4D14HP§ 5 0x5.0x 1.5 g:éimfn?t | |118|u1|{l Ll |33Iu|HI L1 510mA~2.25A SMT
SDC4D18 ﬁ 5 0x5.0x2.0 GS;siimfrgt | .1..0.u;{1 %' 1'8(;“'H' 140mA~1.72A SMT
Pt QD osvas | i i it 2o | o

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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New!

New

New!

New!

INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded

RoHS Compliant

TYPE DIMENSIONS
(mm)Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT/THT
) 0 10 100 1,000
Size: 6x6 (L)x(W)x(Ht) IR T T 0 B A O B B |
SDC4D22HP .
Shielded [N O AN AN AN B AN A A I A A
‘ 5.0x5.0x2.4 Geschirmt 1.2uH _ 100uH 480mA~4.2A SMT
SDC4D28 .
Shielded Lo bvvoa bovaa braaal
‘ 5.0x5.0x3.0 Geschirmt 12uH [ (s0uH 220mA~2.56A SMT
SDC4D38 \ .
Shielded Lo oo bov s o aagl
‘ 5.0x5.0x4.0 Geschirmt 0.22uH _ 100uH 680mA~13.00A SMT
SQH6010S .
Shielded NN N T T T O O 0
‘ 6.2x6.2x1.0 Geschirmt tsud [ 22uH 0.65A~2.40A SMT
SQH6012S .
Shielded [N N BN AN A A AN AN AN A B A
‘ 6.2x6.2x1.2 Geschirmt 2.5uH _ 100uH 0.35A~2.10A SMT
SQH6014S .
Shielded [INEE AN AN AN AN T AN NN A A A
‘ 6.2x6.2x1.4 Geschirmt 12ud [ 220 0.95A~4.10A SMT
SQH6020S .
Shielded (N A A N
‘ 6.2x6.2x2.0 Geschirmt e 1.05A~5.50A SMT
SQH6028S .
Shielded Lol bvv g lbi ol
‘ 6.2x6.2x2.8 Geschirmt 0.9uH _ 100uH 0.62A~6.60A SMT
SQHE045S Shielded oo o bovve by by ol
‘ 026245 | Geschirmt | toun NN 100w | 0-80A78.50A SMT
SQH6045CS .
Shielded [N AN R N AN R AN N AN RN A |
‘ 6.4x6.2x4.5 Gaschirmt 1.5uH _ 330uH 0.54A~5.70A SMT
SDH1608X 66445292 UnShielded ||||||||||I||||I||||| 01A~29A SMT
OXE.49X292 1 Ungeschirmt | 1.ouH [N (000uH - :
SDO1608 Unshielded ' |l a oo loaiald
@ 6.6x4.45x2.92 Ungeschirmt 1.out I (00.H 0.1A~2.9A SMT
SDS1608X .
Shielded Lovva by b na b |
\‘ 6.6x4.45x2.92 1 5occhirmt | 1.0uH EE— 0 20MA~3A SMT
SDS1608 ]
Shlelded I||||||||||||||||||||
0 6.6x4.45x2.92 | Gogchirmt | LOuH NN 0 | 20MA~3A SMT
SDT1608 .
Shielded levva bvvo g by g bovaa ]
9 6.6x445x2.92 | Geschirmt | 1.0uH N o | SOMA~2A SMT
SPO1704 . 6.6x5.5x1 1 Unshielded |, v 0l vl aaal 0.13A~2 1A SMT
=/ OX9-9XE1 - Ungeschirmt . 1.2ut [N 330uH ' '
SDRb54 6.1x5.5x4.8 Unshielded Lol oo o lo vl 0.35A~1 44A SMT
SIXO-9XEE T Yngeschirmt 1oud [N 220uH . :
SDR54S . .
Semi-Shielded | [ v vl g bl
é 6.1x5.5x4.8 Teigeschirmt Lout [ (00.H 0.8A~8.50A SMT

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded

RoHS Compliant

TYPE DIMENSIONS
(mm)Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT /THT
) 0 10 100 1,000
Size: 6x6 (L)x(W)x(Ht) Lovon bvvv o bv v oo b o |
SDR0504K 5.8x4.8 Unshielded | L a v lavaa il 0.2A~7.3A SMT
OXE Ungeschirmt t.2uH [ 320uH ’ '
SDC5D18 .
Shielded TN I T A B O O A A A A |
‘ 6.0x6.0x2.0 Casalhfimmt: 4.1uH_ 100uH 360mA~1.95A SMT
SDC5D23 :
Shielded TN A T A A O O AN A A A |
‘ 6.0x6.0x2.5 Geschirmt 1.2uH - 10mH 87TmA~5.4A SMT
SDC5D28 8
Shielded (NN N N N
‘ 6.0x6.0x3.0 Geschirmt 2.5uH _ 100uH 420mA~2.60A SMT
SDC5D28R :
| Shielded TN I T A AR O O AN B A |
‘, 6.2x6.3x3.0 Geschirmt 2.50H _ 100uH 400mA~2.60A SMT
SDC5D33 :
Shielded | A A |
6.0x6.0x3.5 e 6.8uH I 000+ 74mA~2.8A SMT
SDS0603B Shielded Lo b b aa b aaa |
‘ 6.8x6.8x3.3 Geschirmt 1.5uH_ 1000uH 130mA~3.5A SMT
SDS0604B Shielded Lovo o oo bovaa ool
- 6.8x6.8x4.8 Geschirmt e 150mA~3.95A SMT
SDs63 Shielded NI A A A A |
. 6.9x6.5x3 Geschirmt 2.9uH _ 330uH 190mA~1.94A SMT
SDS65 ;
Shielded Lo b by b
‘ 6.9x6.5x5 Geschirmt 0 140mA~1.35A SMT
INDUCTANCE RANGE RATED DC
ize: L)x(W)x(Ht
Size: 7x7 ( ) ( ) ( ) Structure L .(|). » .1|0. . .1(|)O. . .1’.00|0 CURRENT SMT/THT
SDC6D28 ;
Shielded (NI A AN AN B AN A A B AR A
‘ 7.0x7.0x3.0 Geschirmt 3.011H_ 100uH 0.54A~3.0A SMT
SDC6D38 Shielded Lol v v lvr vl
6 7.0x7.0x4.0 Geschirmt 3.3uH_ 100uH 0.65A~3.5A SMT
SBS7028 Shielded Lo bvv v v br v |l
‘ 7.6x7.6x3.0 Geschirmt 3.3uH_ 47uH 0.54A~1.6A SMT
SBS7032
Shielded [ A A A |
‘ 7.6x7.6x3.4 Geschirmt 3.3ut [ 000 0.13A~1.9A SMT
SBS7045 .
Shielded Lov o by ol v gl gaald
' 7.6x7.6x4.8 Geschirmt 330t [ 000 H 0.14A~2.5A SMT
SBS7055 8
Shielded TN T T A I N B A A B OO |
' 7.6x7.6x5.8 Geschirmt tsuf [ 22uH 1.70A~6.2A SMT
SDS73 .
Shielded oo Loy ol by gl
‘ 7.5x7.5x3.5 Geschirmt 10uH_1000uH 0.16A~1.68A SMT

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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New!

INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded

RoHS Compliant

DIMENSIONS
EE (mm)Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT/THT
) 0 10 100 1,000
Size: 7x7 (L)x(W)x(Ht) Lovon bvvv o bv v oo b o |
SDS74 .
° 7.5x7.5x4.5 (;S:Sli:.lc:rergt . IIIO:_III'II e IIOOOUH 0.18A~1.84A SMT
SDS73H .
‘ 7355 | e i 0-25A~14.4A SMT
SDS74H .
Shielded oo by by o by o]
‘ 7.6x7.6x4.5 Geschirmt 0.33uH I 000 H 0.31A~18.4A SMT
SDS73BQ .
o 7o e 55 | e ou 0-25A~14.4A SMT
SDS74BQ .
o 7T Bxaas | e e u O-31A~18.4A SMT
INDUCTANCE RANGE RATED DC
ize: L)x(W)x(Ht
Size: 8x8 ( ) ( ) ( ) Structure L .(I). » I1I0I » I1(')0I . .1’.00|0 CURRENT SMT /THT
SDR73 8.1x7 3x3.8 Unshielded Lev o vy o oy o Ly 0.28A~1 44A SMT
SIXTL9XS. Ungeschirmt tout [N 330uH ' '
SDR74S 8. 1x7 3x4.0 Semi-Shielded Ly vl il aalaiaiaal 1.0A~12.0A SMT
SIXLL9XE. Teigeschirmt o.sutl [N 100uH ’ ’
SDR75 8 1x7.3x5.5 Unshielded | |y ool aalaiaaal 0.34A~2 3A SMT
AIXE9X9-9 1 yngeschirmt 1oud [N 470uH : :
SQH8040S i
‘ sad2xd2 | Smeided | b bl 00A~11.04 SMT
SP0O2506 9.14x7.8x1.65 Unshielded |, vl biiaa o 0.10A~1.6A SMT
AAAXLSXT09 1 yngeschirmt 4.7uH I 1 000uH :
SDH1813 9.19x6.4x5.3 Unshielded il alov il 0.87A~14A SMT
AXOAXS3 1 ngeschirmt | 0.15uH [ 47uH :
SDR0905K 0.8x5.8 Unshielded oo v v v ool 0.24A~10A SMT
OO Ungeschirmt | 1.5uH [N {700uH '
SDC8D28 \ ;
' 838330 | el L iid | 0.75A~6.50A SMT
SDC8D28HP " .
‘ saxgaxa0 | Sheded Lo 30846 504 SMT
SDC8D38 Y : | | | | |
' 8.3x8.3x4.0 g’:s'nglfrgt et H To0uH 1.05A~7.0A SMT
SDC8D43 Shielded Lo by b v g bo o
e 8.3x8.3x4.5 Geschirmt 0.68ut [ 100uH 1.3A~9.0A SMT
SDC8D43HP .
e 8.3x8.3x4.7 gg‘;iﬁ'ﬁgt | '1'.2'11'}{'“'6'8;}{' L eA-12.6A SMT

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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New!

New!

New!

INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded

RoHS Compliant

TYPE DIMENSIONS
(mm)Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT/THT
) 0 10 100 1,000
Size: 8x8 (L)x(W)x(Ht) Lovon bvvv o bv v oo b o |
SDC8D58LD Shielded NS NN F RS R
@ 8.3x8.3x6.0 Geschirmt 2.8uH _ 100uH 0.8A~4.7A SMT
SQHB8040S :
‘ saxgaxaz  Sheded Lol 07541108 SMT
SQH8040CS .
‘ 86x.7xa0 | Sheded T Heéoim 0.30A~3.20A SMT
) INDUCTANCE RANGE RATED DC
Size: 10x10 ERERGL)  SETEine I AL L LY CURRENT ML
SDR104 Unshielded ' ool oo lvaaa |
‘ 10.3x9.3x4.5 Ungeschirmt 10uH_560uH 0.32A~2.38A SMT
SDR105 Unshielded |, ol sl il
C 10.3x9.3x5.9 Ungeschirmt 10uH_820uH 0.24A~2.60A SMT
SDR105S Semi-Shielded |, v il lbviva vl
C 10.3x9.3x5.9 Teigeschirmt 1.5uH _ 330uH 0.7A~10.0A SMT
SDC103R | .
C, 10.3x10.5x3.1 Gs:s'imfrgt ' '(;.S'U'H'H'I;O'uf'l I 0.84A~11.2A SMT
SDC104R g7 ™\ \
10.3x10.5x4.0 g:;iﬁfr:t L '1"5:1}'1 “'3;0;[' 0.70A~10.0A SMT
SDC104RM /@ -
@) osxosxs  Sheded L 2.50a~13.6A SMT
SQH104CS .
. 10.3x10.5x4.0 Gs:éimfrgt = I1I5uIH| “'33'0;}{' 0.70A~10.0A SMT
SDC105R ;
e 103105651 e e e | 0-42A~9.5A SMT
SDC105RHP, i
e 10.3x10.5x5.1 g:;iﬁfmdt L 'l'lu'H' “'33'0;}[' 1.0A~16.0A SMT
SDS0805 .
’ 10.7x8.2x4.8 | Sl L (| 0.15A~2.5A SMT
SBS10145 .
‘ 10.4x10.4x4.8 | OO 0O L | 0-22A~4.9A SMT
SBS10165 ,
Shielded [N I A NI AN A AN BN A A |
‘ 10.4x10.4x7.0 Geschirmt 1.5uH _ 22uH 2.7A~10.7A SMT
INDUCTANCE RANGE RATED DC
ize: L)x(W)x(Ht
Size:12x12 ( )X( )X( ) Structure L (I) - .19. » .1[|)0. . .1’.00|0 CURRENT SMT/THT
SDO3308 12.95x9 4x3.0 Unshielded Lovoo b v v v bl 0.29A~4.2A SMT
9X9A30 1 yngeschirmt | 4.7ur NI 0 | 0-29A~4.

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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New!

New!

INDUCTOR SELECTION GUIDE

Power Inductors Shielded / Unshielded

RoHS Compliant

TYPE DIMENSIONS
(mm)Max. RATED DC
Structure INDUCTANCE RANGE ST SMT/ THT
) 0 10 100 1,000
Size:12x12 (L)x(W)x(Ht) Lovon bvvv o bv v oo b o |
SD03316 UnShielded ||||||||||||||||||||I
12.95x9.4x5.2 Ungeschirmt 1.0uH _IOOOHH 0.3A~9.0A SMT
SDS3316 ;
Shielded NI A A
6 12.95x9.4x5.2 Casalhfimmt: 1.0uH _IOOOHH 0.32~5.6A SMT
SDT3316 ;
Shielded [ N N |
’ 12.95x9.4x5.2 Geschirmt 1.0uH _IOOOUH 0.085A~4.5A SMT
SDO3340 12 95x9 4x11.4 Unshielded I A A A A AR A | 0.8A~8.0A SMT
FOXIAXTLA T Ungeschirmt 10ut | (000uH -OA~O.
SDS1003 ;
Shielded [ R B A A AN A A AN A |
. 12.9x10.3x3.0 Geschirmt 2.2uH _470uH 0.2A~3.5A SMT
SDS1005 Shielded NI A A N
’ 12.9x10.3x5.2 Geschirmt routt [ 3o0.H 0.33A~5.0A SMT
SQH107CS Shielded Lo by by by |
., 10.5x10.5x7.1 Geschirmt 2 2uH _470uH 0.7A~9.8A SMT
SDS124 Shielded Lovv v by br g |
6 12.5x12.5x4.5 Geschirmt 3.9uH _ 330uH 0.5A~6.5A SMT
SDS124H ;
Shielded [N A N N
° 12512545 | Gegchirmt | 0.47ur I it | 0-53A24.4A SmT
SDS125 .
Shielded [N A N N
“ 12.5x12.5x6.0 Caaslhim: 1.3uH _IOOOUH 0.40A~8.0A SMT
SDS125H ;
Shielded TN I BRI R BN AN AN AN B A AN A A
“ 12.5x12.5x6.0 Geschirmt 0.00047mH _ 120mH 0.069A~33.0A SMT
SDS125BQ .
Shielded [N T A
o 12.5x12.5x6.0 Geschirmt 0.47uH_1000uH 0.70A~33.0A SMT
SQH125CS .
Shielded oo b by by aa |
‘ 12512560 Gogchirmt | 1.3uH I O-40A8.0A SMT
SDS127 .
Shielded Lo bvv e b g b |
a 12.5x12.5x8.0 Geschirmt 1.2uH _IOOOUH 0.55A~9.8A SMT
SDS127H .
Shielded [ A A A |
a 12.5x12.5x8.0 Geschirmt | 0.47ut! [N (000 1 1.14A~56.0A SMT
SDS127BQ .
Shielded Levvn by bvn v by g |
o 12.5x12.5x8.0 Geschirmt | 0.47ut NN (000.H 1.14A~56.0A SMT
SDS127LD .
Shielded Lo by bvv g v |
a 12.5x12.5x8.0 Geschirmt 1.0uH _IOOOUH 0.7A~14.0A SMT
SDS127HP .
Shielded Levv o b bvv v v aaa |
a 12.5x12.5x8.0 Geschirmt 2.7uH _IOOOUH 0.83A~15.5A SMT

For free evaluation samples or more information ,visit www.coilmaster.com.tw or contact info@coilmaster.com.tw
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